WCKE@) Genuine STARCKE. Since 1829.

Product Information
341X - Wood

Product structure

Backing Heavy X-weight cotton cloth

Flexibility v
................................................. S B T o L PP
Grain Type Zirconia + Aluminium oxide

Coating Closed coat

Top Coat [ ]stearate (] special top coat

Manufactured Width [ ]1400mm [ ]1430mm  [X]1650mm [ Jothers
Form o e e O

Suitable for [ handsanding  [X] hand held machine sanding ~ [X] machine sanding
Grits

Ceramic, zirconia, # and * = non P-Grits

[Je1z [Jps [XJ2s [Jeso Xss  [Xeo [ Jeso Xeo  [Xso  [Xwo D120 [ Jeiso [ Jp1so [ |p220 [ |p240

Materials
Aluminium Stainless Steel Titanium Paint Glass Wood Plastics Stone/china
steel lacquer

Application examples

Non-ferrous

Metal

Raw parquet Industrial finished parquet Floor boards

¢ Heavy duty sanding operations due to tear

. . . A
resistant X-weight cotton backing E
1S
* |deal for renovating of industrial manufactured <
parquet floor due to durable zirconia abrasive grain E
. . 2 Aluminium oxide
e Long belt life when sanding floor boards due to = sanding belt
the combination of zirconia and aluminium oxide
abrasive grain _

Sanding time "

e Excellent surface finish due to the available

quality grits 24, 36, 40, 60 - 120 www.starcke.de



