
Product structure

Backing

Flexibility

Grain Type  

Coating

Top Coat

Manufactured Width 1400 mm               1430 mm            1650 mm               others

Form

Suitable for hand sanding           hand held machine sanding          machine sanding

Strong E-paper

Aluminium oxide

Slightly open

      stearate                special top coat

•  Efficient sanding due to high-quality aluminium
oxide grain

• Highly unifom sanding results thanks the smooth
paper backing

• No premature clogging due to a slightly open coat
density

www.starcke.de

Product Information
732 E

Non-ferrous 
metal

Paint
lacquer

WoodGlassAluminium Stone/chinaPlasticsTitaniumStainless 
steel

Steel

Materials

Application examples
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Genuine STARCKE. Since 1829.
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Sanding time

732E

Standard 
abrasive

Bei Keramik, Zirkon, # und * keine P-KörnungGrits  

 P 12  P 16  P  24  P 30  P 36  P  40  P  50  P 60  P 80  P 100  P 120  P 150  P 180  P 220  P  240

 P  280  P  320  P  360  P  400  P 500  P  600  P  800  P 1.000  P 1.200  P 1.500  P 2.000  P 2.500  ST 3.000  ST 6.000  ST 8.000

Solid wood boards, Glue-laminated board, OSB boards Edge sanding of all kind of wood- and furniture boards Orbital sanding of wood- and furniture boards


